
Uni-directional knife gate valve

50mm to 600mm (higher sizes on application)

lObar CWP upto 600mm for valves with body in SSand special alloys; lObar
CWP upto 300mm, 5 bar on higher sizes upto 600mm with body in cast iron /
ductile iron

Lugged, flangeless

Options include ANSI, DIN, BS, liS and AS standards; others on request

Stainless Steel and special alloys

Stainless Steel and special alloys

Integral metal-to-metal, replaceable soft-seat (EPDM, Viton etc)

Braided yarn, PTFE(different grades) and others

Handwheel, chainwheel, bevel gear handwheel or chainwheel,
VAAS Pneumatic double-acting cylinder and electric actuators

Various accessories and special construction options are available
for this model. Please refer relevant Product Datasheets for details

VAAS
I

Model 940 features a full lug single

piece cast stainless steel body to cater

to the more demanding applications.

This model can be used with the same

functional ity of flanged valves,

. including end-of-line applications.

Model 940 has a cast superstructure

designed to have optimum flexural

rigidity. The superstructure also allows

interchangeability between manual

and pneumatic actuators.

Cast single-piece body design is more

rugged and offers better leak tightness

than fabricated or cast two-piece body

valves; it isalso superior to valves with

cast body and stainless steel lining

which are more susceptible to

corrosive and erosive wear.
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