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Options for Knife Gate Valve
All valves in the VAAS Knife Gate Valve range can be provided with a host of options to make them
most suitable for specific applications. The following options are available as standard; other options
can be provided on request, subject to feasibility.

* Leakage figures when tested with water at 40 psi in normal flow direction in closed condition

Option Availability Remarks

Model Size

Materials of construction

Body
Cast Iran FIG 950 50-600mm

304 Stainless steel FIG 940, 950 50-600mm

316 Stainless steel FIG 940, 950 50-600mm

Special alloys FIG940,950 50-300mm Quantity restrictions apply
Fabricated steel/stainless steel FIG 960 1200mm / side

Gate

304 Stainless steel FIG 940, 950 50-600mm

316 Stainless steel FIG 940, 950 50-600 mm

Special alloys FIG 940, 950 50-300mm Quantity restrictions apply

Seat

Integral, metal seat FIG 940, 950 50-600mm

Replaceable, metal FIG 940, 950 50-300mm Quantity restrictions apply

Replaceable, EPDM FIG 940, 950 50-600mm Max. temp. -120 deg C

Replaceable, Viton FIG 940, 950 50-600mm Max. temp. -232 deg C

Port

Round port FIG 940, 950 50-600mm

Welded-on V-Orifice FIG 940, 950 50-400mm For throttinglcontrol

Not available in cast iron body

Square / Rectangular Port FIG 960 1200mm/side

Packing
Braided Yarn All models All sizes Not suitable over 120 deg C

PTFEimpregnated Yarn All models All sizes Not suitable over 120 deg C

PTFEimpregnated synthetic fibre All models All sizes Not suitable over 232 deg C
Pure PTFE All models All sizes Not suitable over 232 deg C
Asbestos All models All sizes Not recommended over 3 bar

Copper braid wiper All models All sizes For sticky media

Special packings All models All sizes On request

Hardfacing

Seat - stellite overlay FIG 940, 950 50-300mm Max. leakage 2.25 Ipm*

Nitriding FIG 940, 950 50-400mm Max. leakage 2.25 Ipm*

Gate-stellite overlay on edge FIG 940, 950 50-300mm

Nitriding FIG 940, 950 50-400mm Max. leakage 2.25 Ipm*




